RECEIVER:

* Receiving Frequency: F1 171.105 MHZ. PROFESS'ONAL

, | | 2 A7 NIRE. WIRELESS MICROPHONE SYSTEM

Reception System: FM Superheterodyne.

* Reception Sens.: 6 dB for 20 dB S/N. FOR VIDEO CAMCORDER

* Power Scurce: 006P.DE(6F22)9Vx 1.

" Battery Life: 6 Hours Nominal.

* Power Consumption: 40 mA.

* Controls: Power Switch.
Channel selector.

* LED Indicator: Power ON.

* Dimension: 104 (H)x 62(W) x24(D) NSTRUCTION MANUA.L
mm

* Weight: 130g(with batteries)




BELT CLIP

Adetachable Belt Clip @ is attached to enhance the con-
venience when you are using this mode. Please slide the
tapered end of Belt Clip into the grooved area located on
the back of the unit until it clicks into place.

BRACKET
Receiver can be mounted to Video Camcorder by nteans
of a Mounting Bracket. Please insert the head end of the
Bracket to the bracket base of the receiver and then insert
the foot end to the mounting shoe of the Video Camcorder
by. You can also attach the receiver to the Video Cam-
corder by using a Velcro Tape (included). Tear off the pro-
tective adhesive paper of the velcro tape and stick them
separately to the convenient place you desired on both
camcorder and receiver. Then you can easily attach them
by following the Figure D.
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Figure D

SPECIFICATIONS

TRANSMITTER:

* Transmitting Frequency:

Modulation:

* Modulation Sens.:

* Power Source:
" Battery Life:
*- Power Consumption:

Controls:

LED Indicator:
Dimension:

* Weight:

F1171.105 MHZ.
F2 171.845 MHZ.
Frequency modulatio
10mv RMS at Input f
+/- 5 KHz DEV.
006P.DE(6F22) 9V x 1.
4 hours Nominal

50 mA.

Power Switch.
Channel Selector.
Power ON.
104(H)x62(W) x 24(D)
mm.

130g(with batteries).




RECEIVER OPERATION

RECEIVING:

1) Repeat the step 1) - 2) in transmitter operation mode.

2) Set Channel Selector Switch @ to the same channel
as that of transmitter.

3) Attach the receiver to the Video Camcorder by insert-
ing the mounting Bracket's Foot @ into the Cam-
corders accessory shoe, Please follow the instruction in
Figure C to get more details.

5) Insert the Audio Signal Cord (9) to the Audio Output
Jack @ on the receiver and to the External MIC Jack
on the Video Camcorder. The sound received from the
microphone will be retransmitted through this plug cord
to Video Camcorder for recording.

6) Attach the Monitor Earphone to the External Earphone
Jack @ of the receiver to do the monitoring.

7) Turn on the Power ON/OFF Switch @ to On position.
(The LED indicator @ will light on this mode).

8) Pull out the Rod Antenna to get its best reception.
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Figure C

IMPORTANT NOTICE

. If one channel is noisy, Switch the transmitter and

receiver to the other channel.

. Sometimes you will find a “‘Dead Spot" in a room and

you will hear noise on the Monitor Earphone, A slight
change of position will correct the problem.

. Low ceiling flourescent lighting, Overhead telephone

lines or close proximity to metal fences can cause static.
Have your subject change position slightly AND/OR swit-
ch channels on the transmitter and receiver.

. When the batteries voltage is down below 6v. The LED

indicator will go out. It means you need to replace new
battery.

. Be sure to always turn off the power when the unit is

not in use to eliminate unnecessary power consumption.

. Check if the polarity of the battery are placed correct-

ly per the engraved direction on the rear panel in case
the unit does not operate with the battery inside.




RECEIVER VIEW

TRANSMITTER VIEW
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TRANSMITTER Congratulation! You have just bought a valuable product
for your lifetime use.

1 Lapel Microphone (MIC)
2 celtip . This wireless microphone kit is compact, Light weight and
& PguarON Ind:cator_ compatable with nearly all Video Camcorders regardless
© Power ONI?FF S";'t(f? h of format, I.E., 8mm, VHS, or Beta. It works on the FM ba-
Q Chiaguel »e ejtork - nd at approx. 170MHZ and can transmit and receive sig-
® External MIC Jac nals from over 200 feet.
@ Battery Compartment Cover

It allows operating on one of two channels for clear, clean

BEGEIVER transmission throughout the operating range.

® Antenna
9 Audio Signal Cord Before you start to operate this system, Please make sure
1,@\ Mounting Bragket that you have read thoroughly and followed carefully on
b Power ON Indicator every step of each function to get its best performance.

s
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Audio Output Jack
Earphone Jack

19 Power ON/OFF Switch

@ Channel Selector Switch

@® Battery Compartment Cover

) (@




The transmitter and receiver are both operated by 1 pc
006P-DE(6F22)9V fresh batteries. Before use, please in-
sert the batteries into the compartment per the engraved
diagram on the rear panel (see Figure A). Battery life with
alkaline batteries is approximately 4 hours of in-us time.

Note: The battery must be removed immediately in case
the unit will not be used for a long period of time
to avoid battery leakage.

Figure A

TRANSMITTING: This unit provides two transmitting

channels for your selection.

1) Install the battery:

a. Be sure the Power ON/OFF Switch @ to OFF posi-
tion before installing battery.
b. Install 1 pcs 9v (or equivalent) fresh battery.

2) Switch the Channel Selector Switch @ to your desired
channel (A or B).

3) Using the Belt Clip @ on the back of the cover to clip
the transmitter on the the belt or put it into the pocket.

4) Plug the Lapel Microphone @ into the External
Microphone Jack @

5) Clip on the Lapel Microphone @ to your chest lever.
such as in your necktie suit collar etc.. enabling you to
get a clear transmission.

6) Slide the Power ON/OFF Switch (§) to ON position.
(The LED Indicator (5) will light on this mode).

7) You can also transmit through a hand-held microphone
(optional) by plugging it into the External Microphone
Jack @ (Please see Figure B)




